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multi frame LEDUP 850x2000 mm

silicon fastner sewn on all edges
(12 mm / 0.47‘‘ wide)

no text or critical graphics within 20 mm / 0.79‘‘
of panel edges to allow for sewn edging

for multiple panel walls that join together, please
submit your art as single file (e.g. 2 LEDUP systems 
each 850x2000 mm / 33.5x78.8‘‘
-> printfile 1700x2000 mm / 66.9x78.8‘‘) 

2000 / 78.8‘‘

850 / 33.5‘‘
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multi frame LEDUP 1000x2000 mm

silicon fastner sewn on all edges
(12 mm / 0.47‘‘ wide)

no text or critical graphics within 20 mm / 0.79‘‘ of
panel edges to allow for sewn edging

for multiple panel walls that join together, please
submit your art as single file (e.g. 2 LEDUP systems 
each 1000x2000 mm / 39.4x78.8‘‘
-> printfile 2000x2000 mm / 78.8x78.8‘‘) 

2000 / 78.8‘‘

1000 / 39.4‘‘
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multi frame LEDUP 850x2450 mm

silicon fastner sewn on all edges
(12 mm / 0.47‘‘ wide)

no text or critical graphics within 20 mm / 0.79‘‘
of panel edges to allow for sewn edging

for multiple panel walls that join together, please
submit your art as single file (e.g. 2 LEDUP systems 
each 850x2450 mm / 33.5x96.5‘‘
-> printfile 1700x2450 mm / 66.9x96.5‘‘) 2450 / 96.5‘‘

850 / 33.5‘‘
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multi frame LEDUP 1000x2450 mm

silicon fastner sewn on all edges
(12 mm / 0.47‘‘ wide)

no text or critical graphics within 20 mm / 0.79‘‘ of
panel edges to allow for sewn edging

for multiple panel walls that join together, please
submit your art as single file (e.g. 2 LEDUP systems 
each 1000x2450 mm / 39.4x96.5‘‘
-> printfile 2000x2450 mm / 78.8x96.5‘‘) 2450 / 96.5‘‘

1000 / 39.4‘‘


